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SIXTEENTH LINE

RIGHT-OF-WAY LINE
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CONTROL OF ACCESS LINE

PROPERTY LINE (Except Land Lines)

VACATED PLATTED PROPERTY

CORPORATE OR CITY LIMITS

TRUNK HIGHWAY CENTER LINE

RAILROAD

RAILROAD RIGHT-OF-WAY LINE

RIVER OR CREEK

DRY RUN

DRAINAGE DITCH

DRAIN TILE

CULVERT

DROP INLET

GUARD RAIL

BARBED WIRE FENCE

WOVEN WIRE FENCE

CHAIN LINK FENCE

RAILROAD SNOW FENCE
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JOINT TELEPHONE AND POWER

   ON POWER POLES

   ON TELEPHONE POLES

ANCHOR

STEEL TOWER

STREET LIGHT

PEDESTAL (TELEPHONE CABLE

TERMINAL.)

GAS MAIN

WATER MAIN

CONDUIT

ELECTRIC CABLE IN CONDUIT

ELECTRIC MANHOLE

TELEPHONE MANHOLE

BURIED TELEPHONE CABLE

BURIED ELECTRIC CABLE

AERIAL TELEPHONE CABLE

SEWER MANHOLE

HANDHOLE

G G

T-BUR

TELEPHONE CABLE IN CONDUIT T

P

T

P

P-BUR

SEWER, (SANITARY) VV

II

V V

UTILITY SYMBOLS

GRAVEL PIT

Q

B

S

G

V VSEWER, (STORM) V V

MBMAIL BOX

CONC. RETAINING WALL

XCXC

13TH STREET / CONVENTION CENTER PLAZA

PROJECT AREA

REMOVALS/EXISTING CONDITIONS

LAYOUT PLANS

MISCELLANEOUS DETAILS-2017

CITY OF MINNEAPOLIS - DEPARTMENT OF PUBLIC WORKS

PEDESTRIAN SITE IMPROVEMENTS

2 STATEMENT OF ESTIMATED QUANTITIES

5

LIGHTING PLANS-15 16

APPROVED:

DATE

APPROVED:

DATE

APPROVED:

DATE

APPROVED:

DATE

APPROVED:

DATE

CITY OF MINNEAPOLIS CITY ENGINEER OR DEPUTY CITY ENGINEER

DIRECTOR, WATER TREATMENT AND DISTRIBUTION SERVICES

DIRECTOR, TRAFFIC AND PARKING SERVICES

DIRECTOR, FIELD SERVICES

DIRECTOR, ENGINEERING SERVICES

T
H

E
 

C
IT

Y  O F
 

L
A

K
E

S

M

I
N

N
E A P O

L
I

S

DateReg. No.

I HEREBY CERTIFY THAT THIS PLAN WAS PREPARED BY ME OR

LANDSCAPE ARCHITECT UNDER THE LAWS OF THE STATE OF MINNESOTA.

PRINT NAME

SIGNATURE

UNDER MY DIRECT SUPERVISION AND THAT I AM A DULY LICENSED

42164

DateReg. No.

I HEREBY CERTIFY THAT THIS PLAN WAS PREPARED BY ME OR

PRINT NAME

SIGNATURE

UNDER MY DIRECT SUPERVISION AND THAT I AM A DULY LICENSED

DateReg. No.

I HEREBY CERTIFY THAT THIS PLAN WAS PREPARED BY ME OR

ELECTRICAL ENGINEER UNDER THE LAWS OF THE STATE OF MINNESOTA.

PRINT NAME

SIGNATURE

UNDER MY DIRECT SUPERVISION AND THAT I AM A DULY LICENSED

BRIAN HOLT

PROFESSIONAL ENGINEER UNDER THE LAWS OF THE STATE OF MINNESOTA.

MICHAEL C. AARON

25721

21428

TIMOTHY B. WOLD

GOVERNING SPECIFICATIONS:

THE 2005 EDITION OF THE MINNESOTA DEPARTMENT OF

TRANSPORTATION "STANDARD SPECIFICATIONS FOR

CONSTRUCTION" SHALL GOVERN.

PLANTING PLANS-12 13

IRRIGATION PLAN14

10 UTILITY PLAN

CONSTRUCTION PLANS FOR GRADING, CONCRETE

PAVEMENT, SITE FURNISHINGS, LANDSCAPING, AND SITE UTILITIES.

S.P. 141-080-41

TRAFFIC CONTROL / GENERAL NOTES

TRAFFIC CONTROL PLANS-6 7
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STATEMENT OF ESTIMATED QUANTITIES

ITEM NO. ITEM DESCRIPTION Unit
ESTIMATED

QUANTITIES

2021.501 MOBILIZATION LUMP SUM 1

2101.502 CLEARING TREE 30

2101.507 GRUBBING TREE 30

2104.501 REMOVE CONCRETE PLANTER CURB LIN FT 173

2104.503 REMOVE CONCRETE WALK SQ FT 19,336

2104.505 REMOVE BITUMINOUS PAVEMENT SQ YD 30

2104.509 REMOVE SHRUB EACH 15

2104.509 REMOVE BOLLARD EACH 20

2104.509 REMOVE BIKE RACK EACH 10

2104.509 REMOVE CATCH BASIN EACH 2

2104.509 REMOVE TREE GRATE AND FRAME EACH 15

2104.523 SALVAGE BENCH EACH 10

2104.523 SALVAGE TRASH RECEPTACLE EACH 6

2105.501 COMMON EXCAVATION (EV) CU YD 1,000

2105.526 SELECT TOPSOIL BORROW (CV) CU YD 85

2411.602 CONCRETE PLANTER WALL WITH CAP LIN FT 87

2503.541 12" RC PIPE LIN FT 187

2506.501 CONSTRUCT DRAINAGE STRUCTURE EACH 2

2521.501 4" CONCRETE WALK TYPE A SPECIAL SQ FT 21,563

2521.501 4" CONCRETE WALK TYPE B SPECIAL SQ FT 11,891

2531.501 CONCRETE CURB & GUTTER DESIGN B624 LIN FT 50

2531.603 6" CONCRETE PLANTER CURB LIN FT 1,449

2540.602 INSTALL BENCH EACH 10

2540.602 INSTALL TRASH RECEPTACLE EACH 6

2540.602 MONUMENT TYPE A SPECIAL EACH 2

2540.602 MONUMENT TYPE B SPECIAL EACH 1

2545.602 FURNISH AND INSTALL LIGHTING UNIT TYPE SPECIAL 1 EACH 9

2545.602 FURNISH AND INSTALL LIGHTING UNIT TYPE SPECIAL 2 EACH 8

2557.603 ORNAMENTAL FENCE DESIGN SPECIAL LIN FT 1449

2563.601 TRAFFIC CONTROL LUMP SUM 1

2571.502 DECIDUOUS TREE 3" CAL B&B TREE 27

2571.504 CONIFEROUS SHRUB NO 5 CONT SHRUB 10

2571.505 DECIDUOUS SHRUB NO 5 CONT SHRUB 169

2571.507 PERENNIALS AND ORNAMENTAL GRASSES PLANT 819

2573.502 SILT FENCE TYPE HEAVY DUTY LN FT 290

2573.530 STORM DRAIN INLET PROTECTION EACH 9
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PROTECT EXISTING LIGHT
POLE, BASE AND FIXTURE
TO REMAIN, TYP.

REMOVE EXISTING CONC.
PAVEMENT, TYP.

REMOVE EXISTING CONC.
PAVEMENT, TYP.

REMOVE BIKE
RACKS, TYP.

PROTECT ADJACENT
ORNAMENTAL
PAVEMENT, TYP.

REMOVE PLANTER
CURB, TYP.

REMOVE EXISTING
TREE, GRATE AND
FRAME, TYP.

REMOVE EXISTING
TREE, GRATE, AND
FRAME, TYP.

PROTECT EXISTING
FIRE HYDRANT, TYP.

PROTECT EXISTING LIGHT
POLE, BASE AND FIXTURE
TO REMAIN, TYP.

13TH STREET

REMOVE 8 COURSES OF
EXISTING MODULAR PAVEMENT

REMOVE CONC. PAVEMENT
-SAWCUT AT NEAREST JOINT

REMOVE CONC. PAVEMENT
-SAWCUT AT NEAREST JOINT

SAW CUT EXISTING
PAVEMENT, TYP.
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REMOVE EXISTING CONC.
PAVEMENT, TYP.

REMOVE EXISTING
TREE, TYP.

REMOVE EXISTING
TREE, TYP.

PROTECT EXISTING LIGHT
POLE, BASE AND FIXTURE
TO REMAIN, TYP.

PROTECT EXISTING LIGHT
POLE, BASE AND FIXTURE
TO REMAIN, TYP.

RELOCATE EXISTING CB
-REFER TO GRADING PLAN
FOR MORE INFORMATION

PROTECT EXISTING
SEATWALL, TYP.

CONTRACTOR SHALL SALVAGE ALL
BENCHES AND TRASH RECEPTACLES
WITHIN CONSTRUCTION LIMITS FOR
REINSTALLATION - REFER TO 
LAYOUT PLAN FOR MORE INFO.

SAW CUT EXISTING CONC.
WALK, TYP.

SAW CUT EXISTING CONC.
WALK, TYP.

REMOVE METAL POSTS
AND CHAIN, TYP.

SALVAGE BENCH

SALVAGE BENCH

SALVAGE BENCH

SALVAGE BENCH

SALVAGE TRASH RECEPTACLE

SALVAGE BENCH

SALVAGE TRASH
RECEPTACLE

PROTECT EXISTING LIGHT
POLE, BASE AND FIXTURE
TO REMAIN, TYP.

SALVAGE BENCH

REMOVE VINYL FENCING, TYP.
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15 IN ALL WORK AREAS NOTED "CONSTRUCTION UNDER TRAFFIC" THE CONTRACTOR SHALL PROTECT THESE

AREAS AT ALL TIMES TO PROVIDE FOR SAFE TRAFFIC MOVEMENT TO THE SATISFACTION OF THE ENGINEER.

16 FIELD CONDITIONS MAY REQUIRE MODIFICATION OF THE TRAFFIC CONTROL PLAN.  ANY MODIFICATION SHALL 

BE APPROVED BY THE ENGINEER IN THE FIELD.

17 ADVANCE WARNING SIGNS SHALL BE MOUNTED ON STANDARD TYPE III BARRICADES OR POST MOUNTED OR 

AS APPROVED BY THE ENGINEER.

18 POSTS SHALL BE PLUMB, WITH SIGNS INSTALLED LEVEL AND AT PROPER MOUNTING HEIGHT IN 

ACCORDANCE WITH MN MUTCD.

19 ALL SIGNS AND TRAFFIC CONTROL ITEMS SHALL BE LIKE NEW AND REFLECT UNIFORMLY AT NIGHT. 

20 SPACING OF SIGNS AND TRAFFIC CONTROL DEVICES MAY BE ADJUSTED AS APPROVED BY THE ENGINEER.

21 SIDEWALK CONSTRUCTION SHALL BE CAREFULLY COORDINATED TO PROVIDE HARD SURFACE / TRAVERSABLE

WALK AREA FOR PEDESTRIANS (4’ WIDE MIN.) AT ALL TIMES.

22 TEMPORARY TRAFFIC CONTROL SIGNALS SHALL BE INSTALLED AND MAINTAINED BY THE CITY OF MINNEAPOLIS.

23 WORK ZONE SPEED LIMIT SHALL BE POSTED WHEN ROADWAY TRAFFIC IS LIMITED TO TWO-WAY TWO-LANE

TRAFFIC.  WORK ZONE SPEED LIMIT SHALL BE REMOVED AS LANES ARE REOPENED

24 THE CONTRACTOR SHALL MAKE EVERY EFFORT TO OPEN SIDE STREETS AND OTHER PORTIONS OF THE 

ROADWAY EARLY, AS CONSTRUCTION ALLOWS.

CONTRACTOR STAGING AREA

CONSTRUCTION MATERIALS SHALL NOT BE STORED ON ANY SIDE STREET. CONSTRUCTION VEHICLES/

EQUIPMENT SHALL NOT BE PARKED ON ANY SIDE STREET FOR MORE THAN 24 HOURS.

THE WASHING OUT OF CONCRETE TRUCKS IS NOT ALLOWED ON ANY CITY STREET OR BOULEVARD.

GENERAL TRAFFIC CONTROL NOTES

1 ALL TRAFFIC CONTROL DEVICES, TEMPORARY LANE CLOSURE ARRANGEMENTS AND PROCEDURES, ETC. 

SHALL CONFORM WITH THE REQUIREMENTS OF THE CURRENT EDITION OF THE  MINNESOTA MANUAL 

ON UNIFORM TRAFFIC CONTROL DEVICES INCLUDING THE FIELD MANUAL FOR TEMPORARY TRAFFIC 

CONTROL ZONE LAYOUTS.

2 TEMPORARY PAVEMENT MARKINGS SHALL BE PAINT WHEN PLACED ON EXISTING OR TEMPORARY PAVEMENT 

AND REMOVABLE POLYMER PREFORMED WHEN PLACED ON PERMANENT PAVEMENT AND SHALL BE 

SUPPLEMENTED WITH ONE-WAY TEMPORARY RAISED PAVEMENT MARKERS (TRPM’S), AS APPROPRIATE, 

ON 10 FOOT CENTERS WHERE IDENTIFIED ON THE PLANS. THE CONTRACTOR SHALL FURNISH, INSTALL, 

MAINTAIN, AND REMOVE ALL TRPM’S AND PAVEMENT MARKINGS TO THE SATISFACTION OF THE ENGINEER.  

TRPM COLORS SHALL CONFORM TO THE REQUIREMENTS OF THE MINNESOTA MANUAL ON UNIFORM TRAFFIC 

CONTROL DEVICES (MN MUTCD) AND SHALL BE PLACED AS DETAILED IN FIGURE 8.7 OF THE MN/DOT TRAFFIC 

MANUAL.  REMOVABLE PREFORMED PAVEMENT MARKINGS AND TRPM’S SHALL BE PAID FOR SEPARATELY

 FROM THE LUMP SUM FOR TRAFFIC CONTROL UNDER THE APPROPRIATE CONTRACT ITEMS INDICATED ON THE

 PROPOSAL.  BROKEN LINES SHALL CONSIST OF 10 FOOT LINE FOLLOWED BY 30 FOOT GAP.

3 ALL TEMPORARY TRAFFIC THRU LANES SHALL BE A MINIMUM OF 11 FEET IN WIDTH UNLESS NOTED OTHERWISE.

4 REFLECTORIZED DRUMS USED FOR CHANNELIZATION SHALL HAVE SPACING AS NOTED IN THE PLANS.  DRUM 

LOCATIONS AND SPACINGS SHOWN ON THIS PLAN ARE APPROXIMATE AND ARE SUBJECT TO REVISION BY THE

 ENGINEER.

5 THE LOCATIONS AND QUANTITIES OF TRAFFIC CONTROL DEVICES SHOWN ON THESE PLANS ARE APPROXIMATE 

AND ARE SUBJECT TO REVISION BY THE ENGINEER.

6 ANY TEMPORARY PORTABLE TRAFFIC BARRIER USED ON THIS PROJECT SHALL BE PLACED AS DETAILED IN 

THE MN MUTCD MANUAL FIGURE VI-12a AND FIGURE VI-12b.  TRAFFIC BARRIER SHALL HAVE BARRIER

DELINEATORS SPACED AT 50 FEET WITH A MINIMUM AREA OF 24 SQ. IN. ALL BARRIER DELINEATORS WILL BE 

CONSIDERED INCIDENTAL TO TRAFFIC CONTROL.  WHEN TRAFFIC BARRIER IS RELOCATED THE RELOCATION 

OF DELINEATORS WILL BE CONSIDERED INCIDENTAL TO TRAFFIC BARRIER RELOCATION.

7 THE CONTRACTOR SHALL MAINTAIN A 1 FOOT MINIMUM CLEAR DISTANCE BETWEEN THE EDGE OF THE

TRAVEL LANE AND THE NEAREST EDGE OF ANY ADJACENT TRAFFIC CONTROL DEVICES (DRUMS, 

BARRICADES, BARRIERS, ETC.) UNLESS OTHERWISE NOTED.

8 CONTRACTOR SHALL MAINTAIN ACCESS TO ALL DRIVEWAYS THAT ARE TO REMAIN OPEN AT ALL TIMES TO 

THE SATISFACTION OF THE ENGINEER.

9 THE CONTRACTOR SHALL PROVIDE CHANNELIZING DEVICES (AND SIGNING IF NECESSARY) AT ALL PRIVATE 

ENTRANCE LOCATIONS WHERE NEEDED TO SAFELY GUIDE TRAFFIC TO AND FROM THE TRAVEL CORRIDOR 

TO THE SATISFACTION OF THE ENGINEER.

10 THE CONTRACTOR SHALL COORDINATE WITH THE CITY THE REMOVAL OF ALL EXISTING SIGNING THAT ARE TO BE

REPLACED.  SIGNING THAT CONFLICTS WITH THIS TRAFFIC CONTROL PLAN SHALL BE COVERED TO THE 

SATISFACTION OF THE ENGINEER.  THE CONTRACTOR SHALL RESTORE ALL APPROPRIATE ORIGINAL SIGNING 

AFTER APPROVAL TO DO SO BY  THE ENGINEER.  COVERING AND UNCOVERING OF SIGNS SHALL 

BE INCIDENTAL TO TRAFFIC CONTROL.

11 THE CONTRACTOR SHALL REMOVE ALL EXISTING PAVEMENT MARKINGS WHICH CONFLICT WITH THESE 

TRAFFIC CONTROL PLANS TO THE SATISFACTION OF THE ENGINEER.  THE CONTRACTOR SHALL RESTORE ALL

 APPROPRIATE ORIGINAL PAVEMENT MARKINGS AFTER APPROVAL TO DO SO BY THE ENGINEER.

12 THESE TRAFFIC CONTROL LAYOUTS DO NOT SHOW ALL EXISTING SIGNING. CONTRACTOR SHALL RELOCATE

 ALL APPROPRIATE EXISTING SIGNING TO MAINTAIN PROPER SIGN VISIBILITY DURING CONSTRUCTION AS 

DEEMED NECESSARY BY THE ENGINEER.

13 THE CONTRACTOR SHALL NOT PLACE PAINTED TEMPORARY PAVEMENT MARKINGS ON PERMANENT FINAL 

SURFACING (OR ON OTHER SURFACING WHICH WILL NOT ULTIMATELY BE REPLACED OR COVERED BY 

PLANNED CONSTRUCTION) UNLESS THE TEMPORARY MARKINGS ARE IN THE SAME LOCATION AS THE

PERMANENT MARKINGS.

14 THE CONTRACTOR SHALL FURNISH, INSTALL, MAINTAIN, AND REMOVE, AS APPROPRIATE, ALL SIGNS, 

PAVEMENT MARKINGS, AND DEVICES SHOWN ON THESE PLANS TO THE SATISFACTION OF THE ENGINEER.
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T. WOLD

1

2

3

4

5

6

7

PHASE 1 WORK ZONE

13TH ST. S.

TEMPORARY 4" SOLID WHITE

PAVEMENT MARKING TAPE

ONE WAY

NOTES:

ROADWAY AREA ON MARQUETTE TO BE COMPLETED

AND OPENED AS SOON AS POSSIBLE.

SIDEWALKS SHALL BE OPEN ON A MINIMUM OF ONE

SIDE OF STREET.

ALL DRIVEWAYS TO REMAIN OPEN.

PHASES TO BE COMPLETED IN ORDER.

BUILDING ACCESSES TO BE MAINTAINED AND COORDINATED

WITH BUILDING MANAGERS.

BUS LANE CLOSED WITH CITY OF MINNEAPOLIS TRAFFIC

ENGINEER APPROVAL.  (VERBAL APPROVAL 5/4/09)

13TH STREET SOUTH ONE WAY OPERATION WITH CITY OF

MINNEAPOLIS TRAFFIC ENGINEER APPROVAL.

(VERBAL APPROVAL 5/4/09)
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T. WOLD

1

2

3

4

5

6

7

PHASE 2A WORK ZONE

13TH ST. S.

PHASE 2B WORK ZONE

PHASE 2C WORK ZONE

NOTES:

ROADWAY AREA ON MARQUETTE TO BE COMPLETED

AND OPENED AS SOON AS POSSIBLE.

SIDEWALKS SHALL BE OPEN ON A MINIMUM OF ONE

SIDE OF STREET.

ALL DRIVEWAYS TO REMAIN OPEN.

PHASES TO BE COMPLETED IN ORDER.

BUILDING ACCESSES TO BE MAINTAINED AND COORDINATED

WITH BUILDING MANAGERS.

BUS LANE CLOSED WITH CITY OF MINNEAPOLIS TRAFFIC

ENGINEER APPROVAL.  (VERBAL APPROVAL 5/4/09)

13TH STREET SOUTH ONE WAY OPERATION WITH CITY OF

MINNEAPOLIS TRAFFIC ENGINEER APPROVAL.

(VERBAL APPROVAL 5/4/09)

ONE WAY

h
:
\
P

r
o

j
e
c
t
s
\
6

3
2

8
\
L

A
\
P

l
a
n

\
6

3
2

8
_

t
c
0

2
.D

G
N

$
P

R
F

$

$
P

L
O

T
T

E
R

$

$
S

C
A

L
E

$

5
/
7
/
2
0
0
9

   

0160-6328

OF

Date:

Print Name:

License #:

DRAWN BY

DESIGNED BY

CHECKED BY

COMM. NO.

REVISIONS

   

NO. DATE BY CHKD APPR

ONE CARLSON PARKWAY N

SUITE 150

MINNEAPOLIS, MN 55447

PHONE:  763-475-0010

FAX:        763-475-2429

    I hereby certify that 

  this plan, specification, 

  or report was prepared by 

  me or under my direct 

  supervision and that I am 

  a duly Licensed Professional 

  Engineer under the laws of

  the State of Minnesota. 

MICHAEL C. AARON

25721

MICHAEL C. AARON

25721

MICHAEL C. AARON

25721

MICHAEL C. AARON

25721

T. WOLDT. WOLDT. WOLDT. WOLDT. WOLDT. WOLDT. WOLDT. WOLDT. WOLD

T. WOLDT. WOLDT. WOLDT. WOLDT. WOLDT. WOLDT. WOLDT. WOLDT. WOLD

K. GRIESHABERK. GRIESHABERK. GRIESHABERK. GRIESHABERK. GRIESHABERK. GRIESHABERK. GRIESHABERK. GRIESHABERK. GRIESHABER

M. IISAKKA

J. TOULOUSE

M. AARON

1
3
T

H
 S

T
R

E
E

T
 P

E
D

E
S

T
R

IA
N

S
IT

E
 I

M
P

R
O

V
E

M
E

N
T

S

C
it

y
 o

f 
M

in
n
e
a
p
o
li

s
 -

 D
e
p
a
rt

m
e
n
t 

o
f 

P
u
b
li

c
 W

o
rk

s

20

S
.P

. 
1
4
1
-0

8
0
-4

1

5/7/09



18.04’ 17.04’ 17.04’ 17.04’ 17.04’ 17.04’ 17.04’ 17.04’ 17.04’ 18.04’

1
0
’

35.48’ 8’ 31.23’

18.85’ 17.85’ 19.14’

83.06’ 21’ 18.29’

17.29’18.29’21’20.77’20.76’20.76’20.76’18.96’

8’28.31’

18.96’

7
’

3
.7

7
’

3
.7

8
’

10
.6

3’

18.96’

14.14’ 14.14’ 8’ 17.78’ 17.78’ 8’ 15.56’ 15.56’

17.17’ 50.63’ 14.06’ 83.11’

7
.1

4
’

18.96’ 17.29’ 20.6’ 16.5’ 32.19’ 8’ 72.3’ 11.87’

11.87’16.07’16.07’16.07’16.09’

7.99’

27.34’

4.85’

N
IC

O
L

L
E

T
 M

A
L

L

13TH ST S

1314
1313

1226

1221

U
U

U

U

U

U

U

U

U

U

U

U

T

U

U

U

U

EE

W

U

U

U

E

U U
U

UU

E

U

W

U

U
U

850.1
8

849.1
6

849.3
0

850.3
1

848.9
0

846.5
4

847.4
5

847.5
9

U
U

U

U

U

U

U

U

U

U

U

U

T

U

U

U

U

EE

W

U

U

U

E

U U
U

UU

E

U

W

U

U
U

850.1
8

849.1
6

849.3
0

850.3
1

848.9
0

846.5
4

847.4
5

847.5
9

8

L
A

Y
O

U
T

 P
L

A
N

(1
3

T
H

 S
T

R
E

E
T

)

200 40

scale in feet

EXISTING LIGHT
POLE, TYP.

12" HIGH METAL PLANTER
FENCE, TYP.

1

17

1

2’ WIDE COLORED 
CONC. BAND, TYP.

7

17

MEET EXISTING CONC.
PAVEMENT, TYP.

6" HIGH X 8" THICK
CONC. PLANTER
CURB, TYP.

2

17
12" HIGH METAL PLANTER
FENCE, TYP.

1

17

MEET EXISTING CONC.
PAVEMENT, TYP.

2’ WIDE COLORED 
CONC. BAND, TYP.

7

17

NOTE:
DIMENSIONS ARE TO CENTERLINE
OF 2’ BAND WHERE APPLICABLE

EXPOSED AGGREGATE
CONC. WALK, TYP.

4

17

SHRUB/PERENNIAL
PLANTING AREA, TYP.

SHRUB/PERENNIAL
PLANTING AREA, TYP.

STREET SIDE FACE OF PLANTER
CURB SHALL BE 3’-0" FROM
FACE OF EXISTING ROADWAY
CURB, TYP.

NOTE:
DIMENSIONS ARE TO CENTERLINE
OF 2’ BAND WHERE APPLICABLE

19

THE CONTRACTOR SHALL VISIT THE SITE PRIOR TO BIDDING TO

VERIFY EXISTING CONDITIONS.  UTILITY LOCATIONS SHOWN 

ARE APPROXIMATE.  ALL UTILITIES MAY NOT BE SHOWN.

THE CONTRACTOR SHALL PROMPTLY NOTIFY LANDSCAPE

ARCHITECT OF ANY DRAWING DISCREPANCIES. 

THE CONTRACTOR SHALL VERIFY THE EXISTANCE AND LOCATION

OF EXISTING AND PROPOSED UTILITIES PRIOR TO COMMENCING 

WORK. STATE LAW REQUIRES THAT THE CONTRACTOR CALL

GOPHER STATE ONE-CALL TO LOCATE PUBLIC UTILITIES PRIOR TO

COMMENCING WORK.

ANY OBJECTS OR AREAS THAT ARE DAMAGED DIRECTLY OR

INDIRECTLY BY THE CONTRACTOR OR HIS-HER WORK SHALL BE 

REPAIRED/RESTORED TO THEIR PRE-DAMAGED CONDITION OR

BETTER AT NO EXPENSE TO THE OWNER.

THE CONTRACTOR SHALL ASSURE COMPLIANCE WITH ALL

APPLICABLE CODES AND REGULATIONS GOVERNING THE WORK OR

MATERIALS SUPPLIED. 

PROJECT SITE SHALL BE KEPT CLEAN AND AS HAZARD FREE AS

POSSIBLE.  REMOVE DEBRIS FROM SITE ON A DAILY BASIS.

REFER TO PROJECT SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.

THE CONTRACTOR SHALL OBTAIN ALL PERMITS FOR CONSTRUCTION.

THE SUBSURFACE UTILITY INFORMATION IN THIS PLAN IS UTILITY QUALITY

LEVEL D.  THIS QUALITY LEVEL WAS DETERMINED ACCORDING TO THE

GUIDELINES OF CI/ASCE 38-.2, ENTITLED "STANDARD GUIDELINES FOR THE 

COLLECTION AND DEPICTION OF EXISTING SUBSURFACE UTILITY DATA."

THESE NOTES APPLY TO ALL WORK COVERED IN THE PROJECT PLANS.

1.

2.

3.

4.

5.

6.

  

7.

8.

9.

10.

GENERAL NOTES

MONUMENT SPECIAL
TYPE A
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2’ WIDE COLORED 
CONC. BAND, TYP.

EXPOSED AGGREGATE
CONC. WALK, TYP.

4

17

1

6" HIGH X 8" THICK
CONC. PLANTER
CURB, TYP.

2

17

12" HIGH METAL PLANTER
FENCE, TYP.

1

17

PROTECT EXISTING
VEGETATION WITHIN
PLANTER AREA

MEET EXISTING CONC.
PAVEMENT, TYP.

MEET EXISTING CONC.
PAVEMENT, TYP.

MEET EXISTING CONC.
PAVEMENT, TYP.

2’ WIDE COLORED 
CONC. BAND, TYP.

7

17

UPLIGHTING FOR ORNAMENTAL
TREES IN PLANTER AREAS, TYP.

BOLLARD LIGHTING, TYP.

EXISTING LIGHT
POLE TO BE RELOCATED

SHRUB / PERENNIAL
PLANTING AREA, TYP.

SHRUB / PERENNIAL
PLANTING AREA, TYP.

3’

20

REINSTALL SALVAGED
BENCH, TYP.

18" HIGH X 12" THICK
CONC. PLANTER
WALL, TYP.

19

REINSTALL SALVAGED
BENCH, TYP.

MONUMENT TYPE
SPECIAL B

18

MONUMENT TYPE
SPECIAL A
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13TH STREET

6" DIA. PERFORATED DRAINTILE
- CONNECT TO EXISTING CB.

6" DIA. PERFORATED DRAINTILE
- CONNECT TO EXISTING CB.

6" DIA. PERFORATED DRAINTILE
- CONNECT TO EXISTING CB.

126 LF - 12" RCP CL V @ 1.0% MIN. SLOPE

CATCH BASIN
RIM - 853.28
INV. EL. - 850.28
MNDOT SP 4149C
MNDOT SP 4006L

CATCH BASIN
RIM - 852.68
INV. EL. - 849.67
MNDOT SP 4149C
MNDOT SP 4006L

60 LF - 12" RCP CL V @
1.0% MIN. SLOPE

4" DIA. PVC CLEAN OUT WITH
REMOVABLE PVC CAP IN
LOCKABLE 12" X 12" X 12" DEEP
PLASTIC VAULT (RAINBIRD OR
APPROVED EQUAL)

4" DIA. PVC SCHEDULE 40
SAN. SEWER PIPE @ 4%

EXISTING SAN. MH
EX. INV EL. 837.76 W
EX. INV. EL. 837.68 E
PROP. INV. EL 838.76 S

CONNECT TO EXISTING CB

CONNECT TO EXISTING CB

CONNECT TO EXISTING CB

h
:
\
P

r
o

j
e
c
t
s
\
6

3
2

8
\
L

A
\
P

l
a
n

\
6

3
2

8
_

d
p

0
1

.D
G

N

$
P

R
F

$

$
P

L
O

T
T

E
R

$

$
S

C
A

L
E

$

5
/
7
/
2
0
0
9

   

0160-6328

OF

Date:

Print Name:

License #:

DRAWN BY

DESIGNED BY

CHECKED BY

COMM. NO.

REVISIONS

   

NO. DATE BY CHKD APPR

ONE CARLSON PARKWAY N

SUITE 150

MINNEAPOLIS, MN 55447

PHONE:  763-475-0010

FAX:        763-475-2429

    I hereby certify that 

  this plan, specification, 

  or report was prepared by 

  me or under my direct 

  supervision and that I am 

  a duly Licensed Landscape 

  Architect under the laws of

  the State of Minnesota. 

42164

T. WOLD

T. WOLD

K. GRIESHABER

1
3
T

H
 S

T
R

E
E

T
 P

E
D

E
S

T
R

IA
N

S
IT

E
 I

M
P

R
O

V
E

M
E

N
T

S

C
it

y
 o

f 
M

in
n
e
a
p
o
li

s
 -

 D
e
p
a
rt

m
e
n
t 

o
f 

P
u
b
li

c
 W

o
rk

s

TIMOTHY WOLD

20

S
.P

. 
1
4
1
-0

8
0
-4

1

5/7/09



  
 M

IS
C

E
L

L
A

N
E

O
U

S
 D

E
T

A
IL

S

11

h
:
\
P

r
o

j
e
c
t
s
\
6

3
2

8
\
L

A
\
P

l
a
n

\
6

3
2

8
_

d
d

0
3

.D
G

N

$
P

R
F

$

$
P

L
O

T
T

E
R

$

$
S

C
A

L
E

$

5
/
7
/
2
0
0
9

   

0160-6328

OF

Date:

Print Name:

License #:

DRAWN BY

DESIGNED BY

CHECKED BY

COMM. NO.

REVISIONS

   

NO. DATE BY CHKD APPR

ONE CARLSON PARKWAY N

SUITE 150

MINNEAPOLIS, MN 55447

PHONE:  763-475-0010

FAX:        763-475-2429

    I hereby certify that 

  this plan, specification, 

  or report was prepared by 

  me or under my direct 

  supervision and that I am 

  a duly Licensed Landscape 

  Architect under the laws of

  the State of Minnesota. 

42164

T. WOLD

T. WOLD

K. GRIESHABER

1
3

T
H

 S
T

R
E

E
T

 P
E

D
E

S
T

R
IA

N

S
IT

E
 I

M
P

R
O

V
E

M
E

N
T

S

C
it

y
 o

f 
M

in
n
e
a
p
o
li

s
 -

 D
e
p
a
rt

m
e
n
t 

o
f 

P
u
b
li

c
 W

o
rk

s

TIMOTHY WOLD

20

S
.P

. 
1
4
1
-0

8
0
-4

1

5/7/09



(1
3

T
H

 S
T

R
E

E
T

)

12
200 40

scale in feet

L
A

N
D

S
C

A
P

E
 P

L
A

N

MIXED DAYLILIES (10)

DWARF BUSH HONEYSUCKLE (3)

MIXED DAYLILIES (10)
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SKYLINE HONEYLOCUST (3)

DWARF BUSH HONEYSUCKLE (3)

MIXED DAYLILIES (20)

KARL FOERSTER CALAMAGROSTIS (10)
KARL FOERSTER
CALAMAGROSTIS (12)

DWARF BUSH
HONEYSUCKLE (6)

DWARF BUSH HONEYSUCKLE (3)

MIXED DAYLILIES (20)

KARL FOERSTER CALAMAGROSTIS (10)
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MIXED DAYLILIES (20)

KARL FOERSTER
CALAMAGROSTIS (12)

MIXED DAYLILIES (20)MIXED DAYLILIES (20)

KARL FOERSTER CALAMAGROSTIS (6)DWARF BUSH
HONEYSUCKLE (6)

KARL FOERSTER CALAMAGROSTIS (6)

1.  CONTRACTOR SHALL BE RESPONSIBLE

     FOR ALL CONSTRUCTION STAKING

2.  REPORT ALL LAYOUT DISCREPANCIES

     IMMEDIATELY TO THE LANDSCAPE

     ARCHITECT FOR DECISION.

3.  REFER TO PROJECT SPECIFICATIONS

     FOR ADDITIONAL REQUIREMENTS.

4.  ALL DISTURBED AREAS TO BE SODDED.

PLANTING NOTES:

MIXED DAYLILIES (10)

DWARF BUSH HONEYSUCKLE (6)

MIXED DAYLILIES (20)

DWARF BUSH HONEYSUCKLE (6)

MIXED DAYLILIES (10)

AUTUMN FIRE SEDUM (7)
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DWARF BUSH
HONEYSUCKLE (6)
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CALAMAGROSTIS (6)

SKYLINE HONEYLOCUST (3)
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PLANTING DETAIL FOR MASS PLANTING BEDS

ON CENTER SPACING
AS STATED ON PLAN.

PREPARED PLANTING BED AND BACKFILL
SOIL (THOROUGHLY LOOSENED)

EXTEND HOLE EXCAVATION WIDTH
A MINIMUM OF 6" BEYOND
THE PLANTS ROOT SYSTEM.

MULCH OVER WEED BARRIER FABRIC
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1.

2.

3.

4.

5.

6.

7.

8.

PLANTING DETAILS FOR ISOLATED PLANTING LOCATIONS

SCARIFY SIDES AND BOTTOM OF HOLE.

PROCEED WITH CORRECTIVE PRUNING AS DIRECTED 
BY ENGINEER.

SET PLANT ON UNDISTURBED NATIVE  SOIL OR 
THOROUGHLY COMPACTED BACKFILL SOIL.  INSTALL 
PLANT SO THE  ROOT FLARE IS AT OR UP TO 2" 
ABOVE THE FINISHED GRADE.

PLACE PLANT IN PLANTING HOLE WITH BURLAP 
AND WIRE BASKET, (IF USED), INTACT.  BACKFILL TO 
WITHIN APPROXIMATELY 12" OF THE TOP OF THE 
ROOTBALL, THEN WATER PLANT.  REMOVE THE TOP 
1/3 OF THE BASKET OR THE TOP TWO HORIZONTAL 
RINGS, WHICHEVER IS GREATER.  ALSO  REMOVE ALL 
BURLAP AND NAILS FROM THE TOP 1/3 OF THE 
BALL.  REMOVE ALL TWINE.

PLUMB AND BACKFILL WITH THE BACKFILL SOIL.

WATER TO SETTLE PLANTS AND FILL VOIDS.

WATER THOROUGHLY WITHIN 2 HOURS.

PLACE MULCH WITHIN 48 HOURS OF THE SECOND 
WATERING UNLESS SOIL MOISTURE IS EXCESSIVE.

STAKE AND GUY TO PROVIDE ADDITIONAL SUPPORT 
BETWEEN THE STEM AND ROOT BALL AS 
NECESSARY. 

SCARIFY SIDES AND BOTTOM OF HOLE.

PROCEED WITH CORRECTIVE PRUNING AS 
DIRECTED BY THE ENGINEER.

REMOVE CONTAINER AND SCORE  
OUTSIDE OF SOIL MASS TO REDIRECT 
AND PREVENT CIRCLING FIBROUS  
ROOTS, AS NECESSARY.

SET PLANT ON UNDISTURBED NATIVE 
SOIL OR THOROUGHLY COMPACTED 
BACKFILL SOIL.  INSTALL PLANT SO THE 
TOP OF THE ROOT FLARE IS AT OR UP 
TO 2" ABOVE THE FINISHED GRADE.

PLANTS ARE UNACCEPTABLE WHEN THEY 
ARE COVERED BY MORE THAN 4" OF 
SOIL.

WATER TO SETTLE PLANTS AND FILL 
VOIDS.

WATER THOROUGHLY WITHIN 2 HOURS.

PLACE MULCH WITHIN 48 HOURS OF THE 
SECOND WATERING UNLESS SOIL 
MOISTURE IS EXCESSIVE. 
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PURPLE DOME ASTER (5)

DWARF BUSH HONEYSUCKLE (5)

WALKERS LOW
CATMINT (7)

DWARF BUSH HONEYSUCKLE (10)

WALKERS LOW
CATMINT (14)

VISIONS ASTILBE (21)

PJM RHODODENDRON (8) PJM RHODODENDRON (22)

WALKERS LOW
CATMINT (14)

WALKERS LOW
CATMINT (7)

VISIONS ASTILBE (19)

VISIONS ASTILBE (21)

VISIONS ASTILBE (19)

VISIONS ASTILBE (19)

DWARF BUSH HONEYSUCKLE (10)

BECKY SHASTA DAISY (25)

MIXED DAYLILIES (15)

MIXED DAYLILIES (30) MIXED DAYLILIES (30)

BECKY SHASTA DAISY (25)

MIXED DAYLILIES (13)
MIXED DAYLILIES (15)MIXED DAYLILIES (15)

DWARF BUSH HONEYSUCKLE (5)
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CAREFREE WONDER
SHRUB ROSE (8)

CAREFREE WONDER SHRUB ROSE (8)

KARL FOERSTER CALAMAGROSTIS (4)

BECKY SHASTA
DAISY (13)

CAREFREE WONDER
SHRUB ROSE (8)

CAREFREE WONDER SHRUB ROSE (8)

KARL FOERSTER CALAMAGROSTIS (5)

CAREFREE WONDER
SHRUB ROSE (11)

BECKY SHASTA DAISY(12)

PURPLE DOME ASTER (10) PURPLE DOME ASTER (10)

PURPLE DOME
ASTER (5)

BECKY SHASTA DAISY(14)

AUTUMN FIRE SEDUM (5)
AUTUMN FIRE SEDUM (10)

BECKY SHASTA DAISY (10)

BECKY SHASTA DAISY (10)

KARL FOERSTER CALAMAGROSTIS (9)

AUTUMN FIRE SEDUM (10)

AUTUMN FIRE SEDUM (5)

KARL FOERSTER CALAMAGROSTIS (9)

BECKY SHASTA DAISY (10)

BECKY SHASTA DAISY (10)

CAREFREE WONDER
SHRUB ROSE (6)

MIXED DAYLILIES (33)
MIXED DAYLILIES (17)

MINT JULEP JUNIPER (10)

PLANTER AREA  - SEE
ENLARGEMENT THIS SHEET

JAPANESE TREE LILAC (11)
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1
PRESSURE REGULATOR

VALVE WITH FILTER AND
REMOTE CONTROL

BACKFLOW PREVENTER

POINT OF CONNECTION

EACH HIGH POINT (TYP.)

PLUMBED TO TORO DL2000 

BLANK TUBING (A710) AT

TORO DL2000 AIR/VACUUM

RELIEF VALVE (YD-500-34)

AIR/VACUUM RELIEF LATERAL

TORO DL2000 BLANK

TUBING (A710) CENTERED ON 
MOUND OR BERM (TYP.)

2

3

4

5

6

7

8

9

10

11

13

PLAN

PLUMBED TO TUBING

TORO DL2000 AUTOMATIC

2" TO 4" FROM EDGE

PERIMETER LATERALS

AREA PERIMETER

DRIPLINE (RGX-XXX-XX)

PVC FLUSH MANIFOLD

TO-ELBOW CONNECTION

TORO DL2000 MANIFOLD-

PVC SUPPLY MANIFOLD

FV

AV

TORO DL2000

FLUSH VALVE (FCH-H-FIPT)

2

3

1

4

6

5

7

12

8

11

9

10

TORO DL2000 OPERATION

INDICATOR (DL-MP9) 12

12

SECTION/ELEVATION

FINISHED GRADE

TORO DL2000 OPERATION

DRIPLINE (RGX-XXX-XX)
TORO DL2000

INDICATOR (DL-MP9)1

4

2
APPROVED BACKFILL

3

2

1

3

4

(SEE SPECS. FOR DEPTH)

1. USE ONE PER ZONE.
NOTES:

3’’

2. PLACE AT FLUSH END OF ZONE.
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DRIP IRRIGATION AREA, TYP.

NOTES:

1.

2.

3.

DRIP IRRIGATION AREA, TYP.
DRIP IRRIGATION AREA, TYP.

CONTRACTOR SHALL MODIFY EXISTING IRRIGATION SYSTEM AS NEEDED
TO ACCOMODATE PROPOSED IMPROVEMENTS TO ACHIEVE FULL COVERAGE
OF ALL AREAS INCLUDING REMOVAL OR RELOCATION OF EXISTING ELEMENTS
AS REQUIRED (HEADS, VALVES, WIRING, AND PIPING) AND ADDITION OF DRIP
IRRIGATATION ZONES AS SHOWN.

ALL APPLICABLE IRRIGATION EQUIPMENT SHALL BE MANUFACTURED BY TORO.

THE CONTRACTOR SHALL PROVIDE AS-BUILT DRAWINGS INCLUDING ALL HEADS,
VALVES, PIPING, ETC.  HARD COPY AND DIGITAL FILES OF THE AS-BUILTS AND
OPERATIONS/MAINTENANCE MANUALS SHALL BE SUBMITTED TO THE OWNER
UPON PROJECT COMPLETION.
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15

1" NMC

MONUMENT TYPE A SPECIAL
- COORDINATE CONDUIT
INSTALLATION WITH CONST.
OF MONUMENT BASE.

3 #10

CONNECT TO EXISTING
HANDHOLE AND CABINET
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MONUMENT TYPE A SPECIAL
- COORDINATE CONDUIT
INSTALLATION WITH CONST.
OF MONUMENT BASE.

3 #10

1" NMC

CONNECT TO EXISTING
PANEL

1" NMC

3 #10

FURNISH AND INSTALL LIGHTING
UNIT TYPE SPECIAL 1 (9)

FURNISH AND INSTALL LIGHTING UNIT
TYPE SPECIAL 2 - USE EXISTING
CONDUIT AND CIRCUITRY ALONG
SOUTH EDGE OF PLAZA (16)
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VARIES (5’ MAX.)

1
"
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"

4"

4"

2"

3
"

8"

3
"

17
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X

20

2" X 2" STEEL TUBE
POST, TYP.

1/2" X 1/2" STEEL
BAR STOCK, TYP.

6" HIGH X 8" WIDE COLORED
CONC. CURB, TYP.

2" X 1" STEEL CHANNEL, TYP.

SURFACE MOUNT ON
CONC. CURB - SEE DETAIL
THIS SHEET.

2" X 1" STEEL CHANNEL, TYP.

2" X 1" STEEL CHANNEL, TYP.

INSTALL POSTS ON 8" CONC.
CURB - SURFACE MOUNT WITH
(4) 3/8" X 4" BOLTS AT EACH
CORNER.  BOLTS SHALL BE
HOT-DIPPED GALVANIZED AND
PAINTED TO MATCH FENCE.
GROUT ALL VOIDS WITH NON-
SHRINK GROUT

CONTINUOUS-WELD POST TO
4" X 4" X 1/4" STEEL MOUNTING
PLATE - PLATE SHALL BE HOT-
DIPPED GALVANIZED AND PAINTED
TO MATCH FENCE

FILL ALL VOIDS WITH NON-SHRINK GROUT
IN COLOR TO MATCH CONC. CURB - REFER
TO SPECS. FOR MORE INFORMATION

FACE OF CONC.
CURB

17

12" HIGH METAL PLANTER FENCE

SURFACE MOUNT DETAIL

6" HIGH X 8" WIDE CONC.
PLANTER CURB WITH
INTEGRAL COLOR, TYP.

ADJACENT WALK - REFER
TO LAYOUT PLAN FOR
TYPE

NOT TO SCALE

X

20

17 NOT TO SCALE

6" HIGH X 8" WIDE CONCRETE PLANTER CURB2

1

6x6xW1.4xW1.4, 2" CLR.

MIN. - CENTER IN CONCRETE

COMPACTED SUBGRADE

4" OR 6" EXP. AGG. CONCRETE

WALK, SEE PLANS

6" AGGREGATE BASE, CL 5

Mn/DOT SPEC. 2211

17 NOT TO SCALE

4

NOTE:

1/2"

CONCRETE PAVEMENT

JOINT SEALANT - 1/2 " DEEP

CONCRETE PAVEMENT

D

 3/8 " 

PREMOLDED BITUMINOUS
JOINT FILLER

TYP. EXPANSION JOINT SHALL BE 30’ O.C. MAXIMUM AND

AS LOCATED ON PLANS, AND WHERE CONCRETE WALK

OR DRIVE ABUTS ANY FIXED OBJECTS (EG. WALLS,

CURBS, MANHOLES, BUILDINGS, ETC.).

D/4

TOOLED JOINT (TYP.)

LOCATIONS AS SHOWN

ON PLANS, 18" RADIUS

17 NOT TO SCALE

5 CONCRETE EXPANSION JOINT

17 NOT TO SCALE

6 CONCRETE CONTROL JOINT

COMPACTED SUBGRADE

6x6xW1.4xW1.4, 2" CLR.

MIN. - CENTER IN CONCRETE

6" AGGREGATE BASE, CL 5

Mn/DOT SPEC. 2211

17 NOT TO SCALE

7 CONCRETE BAND WITH INTEGRAL COLOR

NOTES:

1. LIGHT BROOM FINISH

PERPENDICULAR TO TRAFFIC

UNLESS NOTED OTHERWISE.

2. PLACE DOWELS 24" O.C.

TO ADJACENT CONC., TYP.

MIN. 8" EMBEDMENT

3. REFER TO SPECIFICATIONS

FOR INTEGRAL COLOR

ADMIXTURE AND SEALANT

REQUIREMENTS

4" CONCRETE WALK

Mn/DOT SPEC. 2521

WITH INTEGRAL COLOR

1’-6"

8"

6"

#4 REBAR AT 24" O.C.
SPACING, EPOXY COATED

#4 REBAR AT 12" O.C.
SPACING, EPOXY COATED

COMPACTED SUBGRADE

EXPANSION JOINT  WHERE
PLANTER CURB ABUTS
WALK, WALL, ETC.

CONCRETE
WALK

3/4" CHAMFER, BOTH EDGES

FINISH GRADE, MIN. 2"
BELOW TOP OF CURB

4" COMPACTED CLASS 5
AGGREGATE

LIGHT SANDBLAST FINISH, MIN.
6" BELOW FINISH GRADE

3

17

#3 REBAR AT EXP.
JTS. ONLY, SEE

< JOINT
3-PLY JOINT WATERPROOFING

OR APPROVED EQUAL.

FRONT FACE

OF PLANTER CURB

#4 REBAR, BOTH WAYS

1 1/2" MIN. CLR.

1/2" PREMOLDED JOINT

FILLER WITH 1/2" DEEP

JOINT SEALANT
NOTE:

ALL MATERIALS TO BE EPOXY

COATED.

#3 REBAR, 2’ CONT. AT

EXP. JT. ONLY

17 NOT TO SCALE

3 PLANTER CURB EXPANSION JOINT EXPOSED AGGREGATE CONCRETE PAVEMENT
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NOT TO SCALE

1

ELEVATION OF RAMP

SECTION A-A

CURB OR

CURB AND GUTTER

CONCRETE WALK

NOTES:
THE CURB AND CURB TRANSITION ON THE RAMP WILL BE PAID FOR AS LINEAR FEET OF CONCRETE CURB OR CONCRETE CURB AND GUTTER.

1

1

2

2

5’ 4’’   ( 6’’  CURB )

3’ 4’’   ( 4’’  CURB )

1/2 INCH PREFORMED JOINT FILLER MATERIAL,  AASHTO M 213.

4’ 0’’  DESIRABLE

0.08 FT./FT.  OR FLATTER

0.02 FT./FT. MAX.

6’ 3’’

( 6’’  CURB & 0.08 FT./FT. SLOPE )

4’ 2’’

( 4’’  CURB & 0.08 FT./FT. SLOPE )

6’ 3’’

( 6’’  CURB & 0.08 FT./FT. SLOPE )

4’ 2’’

( 4’’  CURB & 0.08 FT./FT. SLOPE )

0.08 FT./FT. SLOPE OF FLARED SIDE, ( IF

EXISTING CONDITIONS DO NOT PERMIT, MAY

USE 0.10 FT./FT. - 0.08 FT./FT. SLOPE )

3

3

DOME SECTION

DOME SPACING

DOME (TYP)

50% - 65%

OF BASE DIAMETER

5/8"MIN.

15/16"(TYP.)

15/16"(TYP.)

7/8"-1 7/16"

1 5/8"-2 3/8"

5/8"

MIN.

1
/5

"

4’ 0’’

6’ 3’’   ( 6’’  CURB )6’ 3’’   ( 6’’  CURB )

4’ 2’’   ( 4’’  CURB ) 4’ 2’’   ( 4’’  CURB )6
"

A

2

CONCRETE

WALK

3
’ 

4
’’

( 
4

’’
 C

U
R

B
)

5
’ 

4
’’

( 
6

’’
 C

U
R

B
)

A

PLAN VIEW OF PERPENDICULAR RAMP

FRONT FACE

OF CURB

PLAN VIEW OF DIAGONAL RAMP

FRONT FACE

OF CURB

4’ 2’’   ( 4’’  CURB ) 4’ 2’’   
( 4’’  C

URB )

3
’ 

4
’’

( 
4

’’
 C

U
R

B
)

5
’ 

4
’’

( 
6

’’
 C

U
R

B
)

A

6
"

A

4

4

2
’ 

0
"

2
’ 

0
"

5

5

1 5/8"- 

 2 3/8"

2
’ 

0
"

5

5’ 8"

THE RAMP AREA WILL BE PAID FOR AS CONCRETE WALK.    THE TRUNCATED DOME AREA SHALL BE CONSIDERED INCIDENTAL.

BACK OF CURB

WHEN A MEDIAN IS NOT WIDE ENOUGH FOR TWO PEDESTRIAN RAMPS AND A 48’’ LANDING BETWEEN THEM,  THE PEDESTRIAN CROSSING SHALL

BE CUT THROUGH THE MEDIAN AT STREET LEVEL.

6" TO 8" IS THE REQUIRED OFFSET OF THE DETECTABLE WARNINGS/ TRUNCATED DOME AREA FROM THE FRONT FACE OF CURB, OR PLACE

THE DETECTABLE WARNINGS AT THE BACK OF CURB.

6’ 3’’   

4’ 0’’ 6

ROUND ALL SLOPED

INTERSECTIONS

6

4’
 0

"

( 6’’  C
URB )( 6’’  CURB )

6’ 3’’

6

WHEN POSSIBLE,  PROVIDE A PATH OF TRAVEL 4’ 0"  WIDE BEHIND THE PEDESTRIAN RAMP.    A RELATIVELY FLAT 4’  X 4’  LANDING 

WILL ALLOW WHEELCHAIRS TO NAVIGATE AROUND THE PEDESTRIAN RAMP.

4

4’ 0’’ 6

5’ 8"

4’ 0"4’
 0

"4’ 0"

5’ 8"

4
’ 

0
’’

4’ 0’’

2

CONCRETE

WALK

4
’ 

0
’’

DESIRED MINIMUM

OUTER LIMITS OF

CONCRETE WALK

5’ 8"

3’ 8" 3’ 8" 3’ 8" 3’ 8"

M
IN

. M
IN

.

M
IN

. M
IN

.

ADA REQUIRED TRUNCATED DOME AREA SHALL BE 2’ 0" MIN. IN DIRECTION OF TRAVEL AND SHALL EXTEND THE FULL WIDTH OF THE CURB RAMP.

THIS TRUNCATED DOME AREA SHALL CONTRAST VISUALLY WITH THE ADJACENT WALKING SURFACE.  THE ENTIRE TRUNCATED DOME AREA

SHALL BE A LIGHT COLOR (LIGHT GRAY, WHITE, OR YELLOW) WHEN THE ADJACENT SIDEWALK IS A DARK COLOR.  THE ENTIRE TRUNCATED

DOME AREA SHALL BE A DARK COLOR (RED, BLACK, DARK GRAY, OR BRIGHT YELLOW) WHEN THE ADJACENT

SIDEWALK IS A "WHITE" OR LIGHT GRAY CEMENT COLOR.

EXTEND FULL WIDTH OF EXISTING CURB CUT OPENING

18

PEDESTRIAN CURB RAMP 18

NOT TO SCALE

2

18

EPOXY COATED #3 REBAR 12" MIN.

O.C. BOTH WAYS - MAINTAIN 2"

CLEAR FROM CONCRETE SURFACE

COMPACTED SUBGRADE

1/4" X 1/4"

DRIP BREAK

  
  
 M

A
T

C
H

 T
O

P

O
F

 E
X

I
S

T
I
N

G
 W

A
L

L

PRECAST CONCRETE WALL

CAP - COLOR AND DIMENSION

TO MATCH EXISTING WALL

CAP - ATTACH TO WALL

WITH 4" X 1/2" DIA. S.S. PINS

SPACED 12" MIN. O.C. - FILL

ALL VOIDS WITH NON-SHRINK

GROUT

SANDBLAST FINSH

TO MATCH EXISTING

WALL (BOTH SIDES)

MATCH/BLEND WITH

EXISTING GRADES ON

WALL INTERIOR

ADJACENT PAVEMENT

REFER TO LAYOUT PLAN

FOR MORE INFO.

SEAT WALL DETAIL
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T. WOLD

6’-0"

4’-0"

6’-0"

3
’
-
1
 
7
/
8
 
"

1
’
-
6
"

5
’
-
0
"

4
"

1
2
"

9
"

8
’
-
7
"

6’-0"

5’-6"

1 1/2 "

3"

3
’
-
6
"

2’-8" 8"

9
"

9
"

4’-0"

1
’
-
4
"

3’-4"

4
"

1
2
"

9
"

6’-0"

1
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-
1
0
"

3
’
-
1
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/
8
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6’-0"

1
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-
1
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"

3’-1 7/8 "

9
"

1
2
"

4
"

5
’
-
0
"

1
’
-
6
"

6

7

KIOSK MONUMENT - PLAN DETAIL

KIOSK MONUMENT - PLAN DETAIL

5

KIOSK MONUMENT - PLAN DETAIL

19

8

1

5

6

7

NOT TO SCALE

NOT TO SCALE

NOT TO SCALE

NOT TO SCALE

NOT TO SCALE

19

#LD02

19

19

19

19

19

19
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T
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IL

S

TO

MALL

NICOLLET

FRONT/BACK ELEVATION

MONUMENT TYPE A SPECIAL

19

2

NOT TO SCALE

MONUMENT TYPE A SPECIAL - SIDE ELEVATION

19

3

NOT TO SCALE 19

4

NOT TO SCALE

MONUMENT TYPE A SPECIAL - SECTION A MONUMENT TYPE A SPECIAL - SECTION B

SIGN PANEL (2) WITH INTERNAL

LIGHT (LED) MOUNTED ON STEEL

TUBE FRAME

ARCHITECTURAL PRECAST

CONCRETE VENEER, TYP.

P.I.P. CONCRETE BASE

- RUBBED FINISH ON ALL

EXPOSED AREAS AND TO

6" BELOW FINISHED GRADE

BRONZE SCULPTURAL ELEMENT

MOUNTED TO STEEL PLATE

(BY OTHERS)

ORNAMENTAL TILE PINNED

AND GROUTED TO ARCHITECTURAL

PRECAST CONCRETE VENEER, TYP.

FINISHED GRADE

4" THICK ARCHITECTURAL

PRECAST CONCRETE CAP WITH

1 1/2" CHAMFER, TYP.

8"

BRONZE SCULPTURAL ELEMENT

MOUNTED TO STEEL PLATE

(BY OTHERS)

SIGN PANEL (2) WITH INTERNAL

LIGHT (LED) MOUNTED ON STEEL

TUBE FRAME

ARCHITECTURAL PRECAST

CONCRETE VENEER, TYP.

4" THICK ARCHITECTURAL

PRECAST CONCRETE CAP WITH

1 1/2" CHAMFER, TYP.

P.I.P. CONCRETE BASE

- RUBBED FINISH ON ALL

EXPOSED AREAS AND TO

6" BELOW FINISHED GRADE

FINISHED GRADE

ORNAMENTAL TILE PINNED

AND GROUTED TO ARCHITECTURAL

PRECAST CONCRETE VENEER, TYP.

4" THICK ARCHITECTURAL

PRECAST CONCRETE CAP WITH

1 1/2" CHAMFER, TYP.

ARCHITECTURAL PRECAST

CONCRETE VENEER, TYP.

SIGN PANEL (2) WITH INTERNAL

LIGHT (LED) MOUNTED ON STEEL

TUBE FRAME

BRONZE SCULPTURAL ELEMENT

MOUNTED TO STEEL PLATE

(BY OTHERS)

FINISHED GRADE

P.I.P. CONCRETE BASE

- RUBBED FINISH ON ALL

EXPOSED AREAS AND TO

6" BELOW FINISHED GRADE

1/4" THICK STEEL PLATE

WELDED TO TUBULAR POSTS

COORDINATE SCULPTURAL

ATTACHMENT REQUIREMENTS

WITH ARTIST

(4) 4" X 4" X 3/16" THICK

TUBULAR STEEL POST WITH

8" X 8" X 1/4" THICK MOUNTING

PLATE - CONTINUOUS WELD

BRONZE SCULPTURAL ELEMENT

MOUNTED TO STEEL PLATE

(BY OTHERS)

1/4" THICK STEEL PLATE

WELDED TO TUBULAR POSTS

COORDINATE SCULPTURAL

ATTACHMENT REQUIREMENTS

WITH ARTIST

SIGN PANEL (2) WITH INTERNAL

LIGHT (LED) MOUNTED ON STEEL

TUBE FRAME

ARCHITECTURAL PRECAST

CONCRETE VENEER, TYP.

(4) 4" X 4" X 3/16" THICK

TUBULAR STEEL POST WITH

8" X 8" X 1/4" THICK MOUNTING

PLATE - CONTINUOUS WELD

4" THICK ARCHITECTURAL

PRECAST CONCRETE CAP WITH

1 1/2" CHAMFER, TYP.

P.I.P. CONCRETE BASE

- RUBBED FINISH ON ALL

EXPOSED AREAS AND TO

6" BELOW FINISHED GRADE

FINISHED GRADE

INTERNALLY ILLUMINATED

DIRECTORY WITH DIGITALLY

PRINTED GRAPHICS

4" THICK ARCHITECTURAL

PRECAST CONCRETE CAP

WITH 1 1/2" CHAMFER

(4) 4" X 4" X 3/16" THICK

TUBULAR STEEL

POSTS, TYP.

C.I.P. CONCRETE BASE

- RUBBED FINISH ON ALL

EXPOSED AREAS AND 6"

BELOW FINISHED GRADE

EXP. JT. WITH

WEEPHOLES 6" ABOVE

FINISH GRADE, TYP.

C.I.P. CONCRETE BASE

- RUBBED FINISH ON ALL

EXPOSED AREAS AND 6"

BELOW FINISHED GRADE

4" THICK ARCHITECTURAL

PRECAST CONCRETE VENEER

1" CONDUIT

#4 EPOXY COATED REBAR

12" O.C. BOTH WAYS - MIN.

3" COVER

(16) 1/2" X 24" J-BOLT

ARCHITECTURAL PRECAST

CONCRETE VENEER

EXP. JT. (ALL SIDES)

4" THICK ARCHITECTURAL

PRECAST CONCRETE CAP WITH

1 1/2" CHAMFER, TYP.

(4) 4" X 4" X 3/16"

THICK TUBULAR

STEEL POST WITH

8" X 8" X 1/4" THICK

MOUNTING PLATE

- CONTINUOUS WELD

P.I.P. CONCRETE BASE

- RUBBED FINISH ON ALL

EXPOSED AREAS AND TO

6" BELOW FINISHED GRADE

MONUMENT TYPE SPECIAL A - BASE DETAIL

INTERNALLY ILLUMINATED (LED)

DIRECTORY WITH DIGITALLY

PRINTED GRAPHICS
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T. WOLD

3"

2’-8" 8"

4’-0"

1 1/2 "
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6’-0"
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NOT TO SCALE

20
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CONVENTION
CENTER

SWIMMING FISH BRONZE

(BY OTHERS)

BRONZE FINEAL

(BY OTHERS)

8"

P.I.P. CONCRETE BASE

- RUBBED FINISH ON ALL

EXPOSED AREAS AND TO

6" BELOW FINISHED GRADE

4" THICK ARCHITECTURAL

PRECAST CONCRETE CAP WITH

1 1/2" CHAMFER, TYP.

INTERNALLY ILLUMINATED (LED)

DIRECTORY WITH DIGITALLY

PRINTED GRAPHICS

ARCHITECTURAL PRECAST

CONCRETE VENEER, TYP.

ARCHITECTURAL PRECAST

CONCRETE RELIEF PANELS, TYP.

ORNAMENTAL TILE PINNED

AND GROUTED TO ARCHITECTURAL

PRECAST CONCRETE VENEER, TYP.
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LIGHTING (LED) MOUNTED ON STEEL

TUBE FRAME

ARCHITECTURAL PRECAST

CONCRETE VENEER, TYP.

FRONT/BACK ELEVATION

MONUMENT TYPE B SPECIAL
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ORNAMENTAL TILE (BY OTHERS) PINNED

AND GROUTED TO ARCHITECTURAL

PRECAST CONCRETE VENEER, TYP.

20
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NOT TO SCALE

BRONZE SCULPTURAL ELEMENT

MOUNTED TO STEEL PLATE

(BY OTHERS)

SIGN PANEL (2) WITH INTERNAL

LIGHT (LED) MOUNTED ON STEEL

TUBE FRAME

ARCHITECTURAL PRECAST

CONCRETE VENEER, TYP.

4" THICK ARCHITECTURAL

PRECAST CONCRETE CAP WITH

1 1/2" CHAMFER, TYP.

P.I.P. CONCRETE BASE

- RUBBED FINISH ON ALL

EXPOSED AREAS AND TO

6" BELOW FINISHED GRADE

FINISHED GRADE

ORNAMENTAL TILE PINNED

AND GROUTED TO ARCHITECTURAL

PRECAST CONCRETE VENEER, TYP.

MONUMENT TYPE B SPECIAL - SIDE ELEVATION
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Date:

Print Name:

License #:

DRAWN BY

DESIGNED BY

CHECKED BY

COMM. NO.

REVISIONS

   

NO. DATE BY CHKD APPR

ONE CARLSON PARKWAY N

SUITE 150

MINNEAPOLIS, MN 55447

PHONE:  763-475-0010

FAX:        763-475-2429

    I hereby certify that 

  this plan, specification, 

  or report was prepared by 

  me or under my direct 

  supervision and that I am 

  a duly Licensed Landscape 

  Architect under the laws of

  the State of Minnesota. 
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